
Doc. No. 4110-0067 Rev. F © 2009, Goodrich Corporation reserves the right to make product design or specification changes without notice.Effective Date:  31-Mar-2009 
SUI is a trademark and tradename of Goodrich Corporation.   

 
Goodrich area cameras and associated technical data are subject to the controls of the International Traffic in Arms Regulations (ITAR).  Export, re-export, or transfer of these items by any 

means to a foreign person or entity, whether in the US or abroad, without appropriate US State Department authorization, is prohibited and may result in substantial penalties. 

 

 
 

�

FEATURES 
·  Provides full camera control with an easy to 

use graphical user interface  
·  Single scan, continuous, veraged, 

windowed, movie or triggered movie SWIR 
image acquisition, storage and retrieval 

·  Image analysis includes line profiles, 
histograms, and up to 20 spot meters 

·  4 image enhancement options adapt display 
to provide contrast where it is needed, 
including Histogram Equalization 

 
·  Storage options in binary, bitmap, avi or jpeg 

file formats, with choice of scaling 
·  Included with SUI SU320M, SU320U and 

SU640SDV camera families and includes 
special support for SU320MSW windowing 
camera 

·  Works with National Instruments 1422 and 
1428 frame-grabber cards via the LabVIEWTM 
Run-time Engine 
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SUITM Image Analysis   

SYSTEM REQUIREMENTS 

 

Legal Notices 
This software program is provided free of charge for the purpose of demonstrating the operation and usage of the SUITM camera 
products.  SUI makes no warranties of any kind for this software program, either expressed or implied as to any matter including, but 
not limited to, warranty of fitness for any purpose, warranty of non-infringement of trademarks, patents or copyrights, or warranty of 
merchantability. Users acknowledge that the program is a research tool, and that it is being supplied "as is," without any 
accompanying services or improvements from SUI. 

 

Operating System: Windows 2000, Windows XP 

Frame Grabber National Instruments PCI-1422 (RS-1422 interface) 
National Instruments PCI-1428 (Camera Link® compatible interface) 

Computer P-III 800 MHz Pentium compatible or better, with 35 MB of free hard drive space 

Display XGA (1024 x 768) or higher resolution

 
RAM memory 512 MB minimum, 1.25 GB free for ~ 2 minute movie capture (7200 frames at 60 fps) 

Software drivers 
(included on distribution CD) 

National Instruments IMAQ version 2.5 or higher  (CD installs version 2.61 or higher) 
National Instruments Run-Time Engine 6.1 

Camera 1, 2 SU320M, SU320MS, SU320MSW, SU320MX, SU320µS, & SU640SDV product families from 
Sensors Unlimited, Inc. 

1 Camera not needed for installation or for analysis of stored image files 
2 SUITM Image Analysis software will be included on the support CD shipped with these cameras, part number 1005249.   
Request this part number to obtain a copy of the software along with the current manuals for SUI cameras and arrays. 

Line Profile: The ROI window shows the pixel intensity 
profile along the vertical yellow cursor shown over the 
opaque bottle.  SWIR imaging shows the water fill level in 
the bottle. 

Movie Capture: Frame 80 from 20-second movie of a 
match flare captured into RAM.  Control icons from left to 
right are Stop, Play, Record, & Advance 1 frame. 


